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Abstract.    Polyurethane foam with low density used in sandwich panels is examined in the paper. A series of 
experiments was carried out to identify mechanical parameters of the foam. Various experimental methods were used 
for determining the shear modulus, namely a four and three point bending tests (the most common in engineering 
practice), a double-lap shear test and a torsion test. The behavior of PU in axial compression and tension was also 
studied. The experiments revealed pronounced anisotropy of the PU foam. An orthotropic model is proposed. 
Limitations of application of isotropic model of PU in engineering practice is also discussed. 
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1. Introduction 
 

Sandwich panels with the core made of a porous material are widely and still increasingly 
applied in civil engineering because of their extraordinary attractive features: good thermal 
insulation, very small self-weight, good bearing capacity and small cost of production, transport 
and erection. There is strong tendency to apply these panels of larger span lengths and to use them 
as bracing of purlins or frames. Therefore, a number of papers have been devoted to design 
(Hassinen et al. 1997, Pokharel and Mahendran 2005, Gosowski and Gosowski 2014) and 
optimization of sandwich beams and plates (Awad 2013, Studzinski et al. 2013). It has also been a 
good motivation for further research with the aim to develop the methods of testing the whole 
panel (Xie et al. 2014, Studzinski et al. 2015) or focus on mechanical parameters of the soft core 
(Jin et al. 2007, Caliri Júnior et al. 2012, Chuda-Kowalska et al. 2015) and their numerical 
simulation (Tita and Caliri Júnior 2012). These parameters usually are determined in a macro scale 
approach (Liu and Subhash 2004, Chen and Fatt 2013) but micro mechanical methods have also 
been used (Gibson and Ashby 1997, Janus-Michalska and Pecherski 2003, Subramanian and 
Sankar 2012). 

In this paper the PU foam with a closed-cell structure and approximately 40 kg/m3 density used 
in sandwich panels is analyzed. Common application of these panels in civil engineering implies 
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specific design and testing procedures accounting for the influence of the week core on the 
behavior of the layered structure (Zenkert 1995, Davies 2001). The assumption of isotropy and 
linear elasticity is very convenient from engineering point of view and it is frequently used and 
developed (Gibson 2011). Then the shear modulus of the core material GC plays a crucial role for 
structural performance of a sandwich panel (Chuda-Kowalska et al. 2010, Juntikka and Hallstorm 
2007). Therefore, establishing of reliable experimental methods for determining the shear modulus 
of the core is important. Three layered sandwich plate can play the role of an element restraining a 
thin walled beam from torsional instability. A semi rigid contact can be modeled by the way of 
elastic springs similarly as it is done in case of corrugated steel plates (Rzeszut et al. 2014). 

The authors carried out a series of experiments with the aim to identify the shear modulus of 
the PU foam used in sandwich panels. Typically, GC is determined in a bending test of the panel. 
The dimensions of the plate and the loading in this test allow to analyze the results in frame of the 
Ordinary Sandwich Panel Theory thoroughly described by Allen (1969) and Plantema (1966) and 
briefly summarized by Zenkert (1995). Since the thickness and elasticity moduli of the thin steel 
facings can be determined in classical tension test, the measured deflection of the plate provides 
sufficient information for evaluation of GC. The authors identified this parameter also in a torsion 
test and in a double-lap shear test. The latter one had two options with and without constraint of 
the lateral displacements. 

The manufacturing process of sandwich panels produced for civil engineering can have vast 
influence on the microstructure and behavior of the core material because steel facings limit the 
growth of foam in the thickness direction. In the authors’ opinion this is the reason of the 
anisotropy of the core material observed in the experiments reported in the paper. 

In Chapter 2 the results of various types of tests are presented and discussed. The tests and the 
interpretation of the results were based on the assumption of isotropy and referred to 
recommendations of the Eurocode EN 14509. The differences in results obtained from various 
types of tests are shown and discussed in detail. Moreover, it was demonstrated that the 
assumption of the isotropy of PU foam appeared to be inconsistent. Chapter 3 presents another 
series of tests done with the aim to study the homogeneity of material parameters across the width 
of panels and orthotropy of the foam. An orthotropic model was proposed in Chapter 4. Numerical 
examples were presented in Chapter 5. 
 
 
2. Experimental approach for isotropic model 
 

For the examined sandwich panels with PU foam core the standard experimental methods used 
to estimate material parameters of the core (EC, GC) are described in EN 14509. They are based on 
the assumption that the materials of steel facings and the core are isotropic, homogeneous and 
linearly elastic. The Young’s modulus ES of the steel is evaluated in typical tension tests. The 
shear modulus GC of the core is identified in various tests. The authors used tests illustrated in Fig. 
1 and described in detail by Chuda-Kowalska (2013). 

The method of determination of the shear modulus GC from a bending test is based on the 
Ordinary Sandwich Plate Theory. The total displacement f of the mid-point of the span of the 
panel can be decomposed into a flexural component wB due to the bending moment, a shear 
component wS due to the shear force and w0 which results from the compression of the panel at the 
support 

,00 wwwwwf SB   (1)
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Fig. 1 Set up for various shear tests: (a) four-point bending test; (b) three-point bending test; (c) 
double-lap shear test with and without constraint at the edges A-B and C-D; (d) torsion test 
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The method of determination of the shear modulus GC from a bending test is based on the 

Ordinary Sandwich Plate Theory. The total displacement f of the mid-point of the span of the 
panel can be decomposed into a flexural component wB due to the bending moment, a shear 
component wS due to the shear force and w0 which results from the compression of the panel at the 
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In double-lap shear tests (test c in Fig. 1) the shear modulus is determined basing on the 

assumption that pure shear stress fields exist in the PU core. It leads to Eq. (4) 
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where B, L and dC denote the width, length and depth of the core of one specimen, respectively. In 
our tests there were dimensions: B = 240 mm, L = 500 mm and dC = 100 mm. The pure shear 
assumption is not perfectly satisfied because there exists an eccentricity of active load and reaction 
forces which produce a bending effect. To evaluate this effect the authors tested three samples 
with lateral constraints at the upper and lower edges and three with unconstrained upper edge. This 
disturbance for materials subjected to large deformation was analyzed e.g., by Ziolkowski (2006). 
Note that the double-lap test is not commonly used for sandwich panels because of time 
consuming sample preparation. 

The experimental set-up for the torsion test is illustrated in Fig. 1 (test d). The cylindrical 
specimen had two steel head plates. One was rigidly fixed and the second rotatable. The angle of 
rotation  was measured using laser pointer attached to the rotating head plate and pointing at the 
precise leveling staff. The sample was loaded by the torque MS. The shear modulus GC was 
calculated from Eq. (5) 
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assumption is not perfectly satisfied because there exists an eccentricity of active load and reaction 
forces which produce a bending effect. To evaluate this effect the authors tested three samples 
with lateral constraints at the upper and lower edges and three with unconstrained upper edge. This 
disturbance for materials subjected to large deformation was analyzed e.g., by Ziolkowski (2006). 
Note that the double-lap test is not commonly used for sandwich panels because of time 
consuming sample preparation. 

The experimental set-up for the torsion test is illustrated in Fig. 1 (test d). The cylindrical 
specimen had two steel head plates. One was rigidly fixed and the second rotatable. The angle of 
rotation  was measured using laser pointer attached to the rotating head plate and pointing at the 
precise leveling staff. The sample was loaded by the torque MS. The shear modulus GC was 
calculated from Eq. (5). 

All three bending tests summarized in Table 1 (a.1, a.2, b) were carried out strictly following 
the recommendations of EN 14509. Four-point bending tests (a.1) were carried out on beam-like 

 
 

Table 1 The shear modulus GC of the PU foam 

 

Type of test (Fig. 1) 

Bending Double-lap Torsion 

(a.1) (a.2) (b) (c.1) (c.2) (d) 

GC [MPa] 

3.41 4.73 4.61 2.98 2.95 2.61 

3.48 4.80 4.83 3.04 2.93 2.59 

3.15 4.64 4.74 3.02 2.91 2.75 

3.32 - - - - 2.63 

3.29 - - - - 2.76 

Mean value 3.33 4.72 4.73 3.01 2.93 2.67 

Standard deviation 0.11 0.07 0.09 0.02 0.02 0.07 
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Table 2 The influence of longitudinal edge profiling 

 (a.2) (b) 

GC [MPa] – samples with edge profiling 4.72 4.73 

GC [MPa] – samples without edge profiling 3.81 3.85 

 
 
strips with L0 = 0.9 m and B = 0.1 m. The compression w0 in Eq. (1) is neglected according to EN 
14509. Four-point bending tests (a.2) were carried out on short panels with edge profiling, 
L0 = 0.9 m and B = 1.1 m (w0 was taken into account). Three-point bending tests (b) were carried 
out on long panels with edge profiling, L0 = 4.9 m, B = 1.1 m (w0 in Eq. (1) was neglected). 

Comparing the results of the test (a.2) with (b) we observe that in 3-point bending test on long 
panels (test b) the term w0, representing compression of the core at the support, is truly negligible. 
However, let us underline that the longitudinal edge profiling existing in samples of actual width 
of the panel results in increased stiffness of samples, that violates assumption of idealized 
sandwich beam used in derivation of formulas (2) and (3). In effect the shear modulus GC 
computed from Eqs. (2) or (3) is overestimated (Chuda-Kowalska 2012) because it includes the 
influence of the edge profiling. It can be referred to as equivalent modulus GC. Practical design 
engineers introduce this equivalent GC into OSAPT theory without accurate consideration of edge 
profiling. It is acceptable in analyses of global response of panels. Nevertheless, results of tests 
(a.2) and (b) do not represent the true shear modulus GC of PU foam. In the analyses of local 
effects e.g., local instability of the facing, the true modulus GC should be introduced to FEM 
analyses. 

In order to examine the influence of the edge profiling on the estimated value of GC, the 
samples with cut out edge profiling were tested, too. The results are presented in Table 2. 

Table 2 demonstrates that GC is overestimated by approx. 20% when the samples have the edge 
profiling. The true shear modulus of PU foam was GC = 3.81 MPa and 3.85 MPa. A similar value 
was evaluated when in Table 1, test (a.1) the compression of the core at supports was taken into 
account. Concluding this discussion test (a.1) deserves recommendation with obligatory 
measurement of w0 representing the compression of the core at the supports. 

Next, we focus our attention on the Young’s modulus EC of the core material. It will be 
determined in tension/compression tests on cubic samples containing the core material and facings 
according to the appropriate procedure recommended in EN 14509. The samples had dimensions 
100×100×100 mm. The results of tests are presented in Table 3. 

Note that the PU material in the core of the panel has 6% lower Young’s modulus EC in tension 
than in compression. One can expect that it has no influence on the properties of sandwich panels 
in bending, but it is an open question how it influences the local stability of the compressed facing. 
Anyway, if the same value of EC is to be assigned to tension and compression the authors 
recommend to assume the arithmetic mean of two types of tests. 

During compression and tension tests we made next observation, namely that the Poisson’s 
 
 

Table 3 Young’s modulus EC determined in tension and compression tests 

 EC [MPa] Standard deviation [MPa] 

Tension 3.59 0.17 

Compression 3.82 0.44 

47



 
 
 
 
 
 

Monika Chuda-Kowalska and Andrzej Garstecki 

 

 
(a) (b) (c) 

Fig. 2 Compression test: (a) without lateral constraints; (b) with constraints; (c) σ-ε relationship 
 
 
ratio C is near to zero even for strains exceeding the elastic range. The value of C  0 was 
confirmed when we carried out next series of compression tests without (Fig. 2(a)) and with (Fig. 
2(b)) constraint on lateral strains. It appeared that this constraint slightly affected the  -  
relationship only in the range of large strains (Fig. 2(c)). 

Concluding this chapter let us underline that the linear elastic and isotropic model of PU foam 
is very attractive for engineers and therefore, it is commonly used. It has only two constants EC 
and GC or EC and Poisson’s ratio C, because the relation Eq. (6) must obligatory hold in this 
classical model. 

)1(2 


E
G  (6)

 
However, it appears that when we introduce EC and GC identified in the tests described above, 

then Eq. (6) is not satisfied, because it provides negative values of the ratio C. Alternatively, when 
we introduce C = 0 and the identified EC , then GC obtained from Eq. (6) does not match results of 
tests. This proves that the linear elastic and isotropic model of PU foam is inconsistent. One must 
be aware of this fact when using this model. 
 
 
3. Homogeneity and anisotropy of the PU foam 
 

To study the homogeneity and anisotropy of the PU foam, a new series of samples was 
prepared by the same manufacturer. 

The first group of tests was planned with the aim to check whether the material parameters 
depend on the location of the sample in the width direction of the panel. Cubic samples 
100×100×100mm were cut out at points 1, 1a at the boundary and 3, 4 near the midpoint of the 
width (Fig. 3). All samples were cut out at points with a similar coordinate X. The samples had 
removed both steel facing layers and were subjected to tension in Z direction. The Young’s 
modulus obtained in 24 tests is presented in Table 4. Remarkable discrepancy of the results is 
observed. Differences in ECt appear between both boundary groups Z1 and Z1a and between both 
interior groups Z3 and Z4. Differences in ECt within each group (columns in Table 4) also appear. 
We conclude that there is a random scatter of Young’s modulus of the foam reaching 6%. This fact 
should be taken into account in the analysis of local effects e.g., bubbles. In other analyses the 
mean values of material parameters can be used. 
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Fig. 3 Position of samples cut out from the panel and notation of principal directions X,Y,Z 
 
 

Table 4 Characteristic values obtained from tension test in Z direction for different sample’s positions 

 No.Z1 No.Z1a No.Z3 No.Z4 

 tCE
[MPa] 

max

tCf  
[kPa] 

max

tC  
[%] 

tCE
[MPa] 

max

tCf
[kPa]

max

tC
[%] 

tCE
[MPa]

max

tCf
[kPa]

max

tC
[%] 

tCE
[MPa] 

max

tCf  
[kPa] 

max

tC
[%] 

 3.39 82.12 2.40 3.56 99.13 2.82 3.37 106.42 3.28 3.54 107.12 3.01 

 3.40 71.01 2.00 3.48 87.95 2.53 3.48 97.30 2.87 3.55 134.52 3.68 

 3.31 98.37 3.10 3.60 96.69 2.78 3.42 91.04 2.66 3.60 88.23 2.44 

 3.34 84.88 2.54 3.42 99.76 3.05 3.28 97.79 2.99 3.47 96.57 2.85 

 3.36 86.65 2.61 3.36 95.42 2.96 3.32 111.96 3.47 3.49 104.64 3.13 

 3.27 92.25 2.90 3.37 90.19 2.71 3.34 94.38 2.88 3.48 128.37 3.78 

k  3.35 85.88 2.59 3.47 94.86 2.81 3.37 99.81 3.02 3.52 109.91 3.15 

δ 0.05 9.31 0.38 0.10 4.81 0.18 0.07 7.85 0.30 0.05 18.06 0.51 
 
 

Table 5 Results of axial tests in directions X, Y and Z 

 
X Y Z 

n k  δ n k  δ n k  δ 

TENSION 

tCE [MPa] 

6 

14.33 0.33 6 6.80 0.13
24 

(Table 4) 

3.43 0.07
max

tCf [kPa] 180.40 52.09  161.40 23.68 97.62 10.01

max

tC [%] 1.32 0.41  2.29 0.31 2.89 0.34

COMPRESSION 

cCE [MPa] 

3 

13.45 0.20 3 4.41 0.21

3 

3.65 0.09
02.0

Ccf [kPa] 223.93 3.91  83.69 4.29 66.48 1.53
1.0

Ccf  [kPa] 240.38 2.26  151.79 5.58 129.82 2.33

 
 
In Table 4 the notation was used: ,CtE max

Ctf - Young’s modulus and tensile strength, respectively, 
max
Ct - strain corresponding to the tensile strength, k - mean value and δ - standard deviation. 

The second group of tests was performed in order to assess experimentally the anisotropy. Nine 
types of tests were carried out, namely axial tension ,( CtE ,max

Ctf )max
Ct  and compression ,( CcE  

,02.0
Ccf 1.0

Ccf  - Young’s modulus and compressive strength of the core material for the strain levels 
 = 2% and 10%, respectively – EN 14509) in three orthogonal directions. The numbers of tested 
samples n and the values received from these tests are shown in Table 5. 
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The behavior of the tested samples significantly depended on the stress direction. In tension test 
rapid failure of specimens was observed. Therefore, it was possible to evaluate the parameters 

max
Ctf and .max

Ct  This kind of failure is usually initiated at the weakest point of the microstructure 
of the foam and therefore, large differences in ultimate load for various samples appeared. 
Contrariwise, in compression test the specimens did not exhibit a well-defined ultimate load and 
thus material parameters shown in Table 5 were calculated for the specific strain values. Therefore, 
the standard deviation factors for compression are smaller compared to tension. Stress-strain 
relations for compression are shown in Fig. 4. Note that in the elasticity region (Fig. 4(b)) similar 
ECc is observed for Y and Z directions, but linear ranges are different. The yield strength in X, 
direction is higher (Fig. 4(a)). Averaged results of tension tests are shown in Fig. 5. 

Further types of tests were planed aiming at determination the shear moduli GZX and GYZ. We 
carried out four-point bending tests and double-lap shear tests. The samples (Figs. 5(a), 5(b), 6(a) 
and 6(b)) were cut out from the sandwich slab in respective orientations shown in Fig. 3. As 

 
 

 
(a) (b) 

Fig. 4 Compression test, - plots for X, Y and Z directions: (a) full range of strain; (b) close-up of 
initial state 

 
 

 
(a) (b) (c) 

Fig. 5 Tension tests: (a) experimental set-up; (b) σ-ε relationship; (c) ECt in X, Y and Z directions. 
Numbers of tests 1, 1a, 2, 3, 4 refer to Fig. 3 and indicate the position of the sample 

 
 

Table 6 Experimental results of G 

 GZX [MPa] GYZ [MPa]  [%] 

Double-lap shear test 2.49 2.20 13.18 

Four-point bending test 3.00 2.30 30.43 
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previously, the double-lap shear test gave lower shear moduli G than the bending test. However, 
both types of tests revealed a pronounced anisotropy of the material. 

 
 

4. Experimental approach for orthotropic model 
 

The experiments described in Chapter 3 showed that PU foam manifests evident anisotropy. In 
this Chapter an orthotropic model will be proposed. The principal axes of orthotropy will coincide 
with the directions X, Y and Z shown in Fig. 3. 

We limit considerations to linear-elasticity. We also assume symmetry of stress and strain 
tensors and positive definiteness of the strain energy. In this case the generalized Hooke’s law can 
be written in contracted engineering notation of stresses and strains as 

 

,jiji S    3 ,2 ,1, ji  (7)
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Because Sij = Sji relation between Poisson’s ratios ij and ji is expressed by 
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In this study the Young’s moduli (Table 5) were determined from tension and compression tests 

on cubic samples. Shear moduli GZX and GYZ (Table 6) were evaluated from bending tests. All 
samples were cut out from the panel (Fig. 3). The limited thickness of the panel did not allow to 
use similar methods for identification of the shear modulus GXY in X-Y plane. The authors carried 
out tension and compression tests in direction oriented at 450 to the principal material coordinates 
X and Y (Fig. 6). The Young’s modulus (EX)45° determined on cubic samples allows to evaluate GXY 
from the formula (10) given by Daniel (Daniel and Ishai 1994) 
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Table 7 Experimental results of Young’s modulus (EX)45° in X-Y plane 

 TENSION COMPRESSION 

(EX)45° [MPa] 

9.09 6.51 

8.97 6.08 

9.78 6.00 

9.90 6.56 

10.39 6.76 

9.68 6.91 

Mean value 9.63 6.47 

Standard deviation 0.49 0.33 
 
 

Fig. 6 X-Y plane and sample 
 
 
The tension and compression tests carried out in three directions X, Y and Z revealed that the 

Young’s modulus E of PU foam depends not only on the direction but also on the sign of stress. 
The most evident difference between ECt and ECc (Table 5) was observed in Y direction. The 
orthotropic model with coefficients dependent on the sign of stress would be rather unpractical, 
therefore at the present study the compliance coefficients in Eq. (8) are proposed as arithmetic 
mean values obtained in tension and compression tests. Moreover, zero Poisson’s ratios XY = YZ = 
ZX are assumed. Zero Poisson’s ratios were observed in compression tests carried out in this study 
and also mentioned by Mills (2007). Basing on these assumptions we arrive at the following 
compliance matrix Sij in Eq. (8) 
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The coefficient S44 = 1/GXY was evaluated from Eq. (10) where (EX)45° = 8.05 MPa was 

introduced (arithmetic mean values obtained in tension and compression tests – Table 7) 
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5. Numerical analysis 
 

In the present chapter the models of PU foam will be verified by the example of a four-point 
bending test. The sample is denoted as No. (5) in Fig. 3 and the scheme of the test is shown in 
Fig. 7. The beam had following dimensions: thickness of the core dC = 94.36 mm, width B = 100 
mm, the total length L = 1000 mm, the length of span L0 = 900 mm and the thickness of steel 
facings t = 0.35 mm. 

Three laboratory tests have been done. The averaged deflection w of the midpoint of the span as 
a function of the load F is presented in Fig. 8 and is labelled No. 0. Next plots represent numerical 
solutions obtained using ABAQUS FEM program. Facings were modelled as four node, doubly 
curved, thin or thick shell, finite membrane strains elements S4. The core was modelled using 
eight node linear brick elements C3D8. Support conditions refer to experimental scheme in Fig. 7. 
The panel is supported by two basing plates modelled as rigid bodies. For both supporting base 
plates all three translations and rotations with respect to axes X and Z are equal to zero and free 
rotations with respect to the axis Y were assumed. The connection between the plate and the 
support was defined as a contact ‘surface to surface’ with friction coefficient equal to 0.3. 

In numerical analyses it was assumed that the facings are flat and made of steel with Young’s 
modulus EF = 210 GPa and Poisson’s ratio νF = 0.3. All numerical analyses were done in linear-
elastic range. The following examples were solved for different material parameters of the PU core. 

 

 Example 1. Linear, elastic, orthotropic. Material parameters as in Eq. (11), where the shear 
moduli GYZ = 2.30 MPa, and GZX = 3.0 MPa were obtained from bending tests. 

 Example 2. Linear, elastic, orthotropic. Material parameters as in Eq. (11), but the shear 
moduli GYZ = 2.20 MPa, and GZX = 2.49 MPa were taken from double-lap shear tests. 

 Example 3. Linear, elastic, isotropic. Material parameters: GC = 3.0 MPa from Table 6, 
hence fictitious value EC = 6.0 MPa obtained from in Eq. (6) had to be introduced with νC =  0. 

 Example 4. Linear, elastic, isotropic. Material parameters: GC = 2.49 MPa from Table 6, 
hence fictitious value EC = 4.98 MPa obtained from Eq. (6) had to be introduced with νC = 0. 

 Example 5. Material parameters: EC = 3.54 MPa from in Eq. (11) with νC = 0, hence it 
would be GC = 1.77 MPa. 

 

Obtained results are shown in Fig. 8. All plots, experimental and numerical ones, represent the 
deflection w after subtraction the support compression w0 from total displacement f of the midpoint 
of the span. 

Plot 1 representing the orthotropic model with compliance matrix Eq. (11) and plot 3 
representing isotropic model with GZX = 3.0 MPa agree very well with the experimental plot 0 in 

 
 

 
Fig. 7 (a) The scheme of the tested sample; (b) Close-up of the support area 
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Fig. 8 Four-point bending test. FEM solutions No 1-5 versus experimental plot No 0 
 
 

its initial linear range. Comparison of plots 1 and 3 with the experimental plot 0 demonstrates 
satisfactory agreement for low range of load. For higher load levels the plot 0 reveals the non-
linearity of the structural response. It must be assigned to the PU foam in the core because at the 
load F = 1000 N the stress in steel facings is 45 MPa that is much below elasticity limit. The non- 
linear behaviour was not manifested in case of long panels because of lower stresses in the core. 
Since all numerical analyses are based on linear physical laws, let us confine next discussion to the 
initial state of loading. When we implemented the shear moduli obtained from double-lap tests 
then plot 2 representing the orthotropic model Eq. (11) with shear moduli GYZ = 2.20 MPa and GZX 

= 2.49 MPa and plot 4 for isotropic model with GZX = 2.49 MPa described softer structural 
responses than the experimental plot 0. Note that in order to create a linear elastic isotropic FEM 
model with the required shear modulus G one has to define input data with fictitious Young’s 
modulus E. Plot 5 illustrates how erroneous the FEM model would be when the user of computer 
program defines the PU core by direct introduction it’s Young’s modulus E obtained from the 
tension/compression test recommended in the code. 

 
 

6. Conclusions 
 
The foaming processes in PU foam used in the production of sandwich panels often result in 

the formation of elongated cells in the foam. In effect the stress-strain relations depend on the 
stress direction, what has been shown in this paper. The linear elastic response of the foam is 
observed only at low range of strains less than 10%. This range also depends on the direction of 
stress. 

Anisotropic material models need a set of parameters and require numerous experimental tests. 
Therefore, many papers and codes regard cellular foams as an elastic and isotropic material. The 
present work demonstrates that this assumption has to be used with limited confidence. The paper 
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also demonstrated that PU foam is not homogeneous in the direction of slab’s width although the 
tested slabs were made by a producer of high technology level. This fact should be taken into 
account in the analysis of local effects e.g. bubbles. In other analyses the material parameters 
averaged over the width of slab should be used. 
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