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Abstract.  This paper examines the seismic responses of a reinforced concrete (RC) frame core-tube 
building with pre-pressed spring self-centering energy dissipation (PS-SCED) braces. The PS-SCED brace 
system consists of friction devices for energy dissipation, pre-pressed combination disc springs for 
self-centering and tube members as guiding elements. A constitutive model of self-centering flag-shaped 
hysteresis for PS-SCED brace is developed to better simulate the seismic responses of the RC frame 
core-tube building with PS-SCED braces, which is also verified by the tests of two braces under low cyclic 
reversed loading. Results indicate that the self-centering and energy dissipation capabilities are well 
predicted by the proposed constitutive model of the PS-SCED brace. The structure with PS-SCED braces 
presents similar peak story drift ratio, smaller peak acceleration, smaller base shear force and much smaller 
residual deformations as compared to the RC frame core-tube building with bucking-restrained braces 
(BRBs). 
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self-centering capability; residual deformation 

 
 
1. Introduction 
 

Although the traditional structural systems designed and constructed according to current 

seismic design codes can provide adequate safety to avoid structural collapse during earthquakes, 

they are likely to produce concentrated damage through repeated inelastic actions as well as 

residual deformations which can seriously damage the structure and increase repair costs after 

strong earthquakes. For instance, the lateral stiffness and strength of the RC frame core-tube 

building are greatly improved by the core-tube, and the seismic performance under low- and 

medium-level earthquakes is also greatly enhanced. However, the damage concentrated on the 

shear walls and the residual deformation of the structure is significant under strong earthquakes, 

which can result in substantial costs or an undesirable potential collapse hazard (Lu et al. 2013). 

Therefore, the resilience-based earthquake design for buildings has become an important trend in 

earthquake engineering (Deierlein et al. 2011, Mayes et al. 2012, Lu et al. 2013, Takewaki et al. 
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2012). 

Residual deformations should be considered in a performance-based design procedure for the 

earthquake-resilient structures (Christopoulos et al. 2003, Pampanin et al. 2003, Wu et al. 2004). 

They can also be reduced or completely eliminated by using systems with self-centering capability, 

such as those exhibiting flag-shaped hysteretic responses. Various earthquake-resilient systems 

with self-centering capability had been proposed and verified by experiments (Lu et al. 2017, Liu 

and Jiang 2017). For instance, a rocking system allows columns or walls to uplift at its bases 

during strong earthquakes, and the restoring force is provided by gravity or pre-stress elements 

(Hitaka and Sakini 2008, Wada et al. 2009). Eatherton et al. (2010) proposed a controlled rocking 

system which comprised of vertical post-tensioning and energy dissipation fuses, and the test 

results indicated that the rocking system can sustain rare earthquakes with minimal damage and 

even eliminate the residual deformation after earthquakes. Furthermore, the self-centering braced 

systems were also widely investigated by researchers in recent years (Chou et al. 2014, Chou and 

Chen 2015, Steele and Wiebe 2017). Miller et al.
 
(2011, 2012) proposed a new type of 

self-centering buckling-restrained brace (SC-BRB) that used shape memory alloy (SMA) bars to 

provide restoring force and a BRB component to dissipate energy. Erochko et al. (2010) proposed 

an enhanced-elongation telescoping self-centering energy dissipation (T-SCED) brace to overcome 

the limited deformation capacity of the original SCED brace resulting from the elongation capacity 

of the tendons. Dynamic tests on a full-scale vertical steel frame demonstrated that more than 

twice the original deformation range can be accommodated by the T-SCED brace. Xu et al. (2016a, 

b, c, 2017) proposed a novel self-centering brace configuration, in which the friction devices were 

used for energy dissipation in the proposed pre-pressed spring self-centering energy dissipation 

(PS-SCED) brace, while a pre-pressed disc spring mechanism instead of tendons or SMA bars was 

employed to provide the self-centering capability. Comparative studies of SDOF systems by 

Christopoulos et al. (2008) and Tremblay et al. (2008) showed that these self-centering braced 

systems matched or improved the response of equivalent elastic-plastic braced systems in terms of 

displacement demand without residual drift when sufficient energy dissipation capacity was 

provided. 

In this paper, a novel PS-SCED brace is designed and applied to the RC frame core-tube 

building. The PS-SCED brace consists of friction devices for energy dissipation, pre-pressed 

combination disc springs for self-centering and tube members as guiding elements. A series of 

quasi-static tests were conducted to evaluate the hysteretic behaviors of the PS-SCED brace. To 

better simulate the hysteretic behavior of PS-SCED brace in the RC frame core-tube structure, a 

constitutive model of self-centering flag-shaped hysteresis for PS-SCED brace is developed. The 

constitutive model is verified by the tests of two braces under low cyclic reversed loading, and 

which is used to further study the seismic performance of the RC frame core-tube building with 

PS-SCED braces under ground motion ensembles corresponding to two hazard levels (frequent 

earthquake and rare earthquake). Furthermore, the identical building equipped with BRBs is also 

simulated for comparison, and several response parameters are studied to compare the behavior of 

the two bracing systems. 

 

 

2. Configuration and mechanical model of PS-SCED brace 
 

2.1 Configuration of PS-SCED brace 
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The PS-SCED brace is composed of three main parts, the friction devices for energy dissipation, 

the self-centering devices and the guiding element members including the inner tube, the outer 

tube, the connecting plates and several blocking plates, as shown in Fig. 1. The energy dissipation 

devices employ the friction pads capable of exerting a stable energy dissipation capability. The 

circular or X-shaped inner tube is introduced into the welding plates and combination disc springs, 

the friction pads are installed at the plates between the inner and outer tube around four sides and 

the high strength bolts are used to apply the normal force, as shown in Fig. 1. The friction devices 

are activated by the relative movement induced between the inner and outer tubes. Compared to 

the original SCED brace that employed the tendons or SMA bars to provide the restoring force, it 

is easier to assemble the pre-pressed disc springs on the inner tube, and the deformation demand is 

better achieved by installing the combination disc springs in series. The combination disc springs 

are pre-pressed at an initial state, and the restoring force increases as the PS-SCED brace deforms 

axially. All steel members of the PS-SCED brace are designed to remain elastic so that all the 

energy is dissipated by the external friction devices. 

Fig. 2 presents the theoretical hysteretic response of the PS-SCED brace that combined two 

self-centering devices installed at both ends of the bracing component with two friction devices   

installed at the middle of the bracing system. The mechanical responses of the brace can be 

divided into four stages of stretching and compression. When the brace is compressed, the inner 

and outer tubes are first pressed without sliding and the bracing system exhibits a higher initial 

stiffness, K1, determined by the sum of the stiffness of the inner and outer tubes, as shown in Fig. 2. 

The relative movement occurs between the inner and outer tubes when the external force is larger 

than the sum of the friction F0 and the initial pre-pressed force P0, and the stiffness of the bracing 

system is K2 at the second stage, which is provided by the combination disc springs of the two 

self-centering devices. When the external force is reversed, the friction induced by the friction 

device is also reversed and the relative movement between the inner and outer tubes stops, the 
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stiffness of the bracing system is still K1 at the third stage. After the external force reduces by 2F0, 

the inner and outer tubes are pulled back to their initial positions by the restoring force provided 

by the compressed disc springs, and the stiffness of the bracing system is also K2. The behaviors of 

the bracing system in tension are the same as one in compression, as shown in Fig. 2. Full 

self-centering capability can be achieved by providing adequate initial pre-pressed force to 

overcome the friction force, and the inner and outer tubes can return to their initial positions with 

no residual deformations. 

To validate the hysteretic behavior of the PS-SCED brace, a series of low cyclic reversed 

loading tests were conducted using the 3000 kN servo hydraulic test system by Xu et al. (2016a, b, 

c, 2017, 2018a, b), as shown in Fig. 3. Two brace specimens, brace I with the circular cross section 

inner tube and brace II with the X-shaped cross section inner tube, were tested. The initial 

pre-pressed force was set to 270 kN and all the bolts of the friction devices were subsequently 

stressed to provide friction force of 200 kN and 300 kN for both braces. The loading scheme of the 

two braces is shown in Fig. 4, which employed a displacement-control loading scheme with three 

cycles at each target displacement. 

The hysteretic responses of the tested PS-SCED brace I and brace II are shown in Fig. 5 and 

Fig. 6, respectively.  
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Fig.2 Theoretical hysteretic response of the PS-SCED brace 
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Fig. 3 Test setup of the PS-SCED brace 
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Fig. 4 Loading scheme of PS-SCED braces 
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(b) 300 kN 

Fig. 5 Hysteretic curves of PS-SCED brace I with different friction 
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(b) 300 kN 

Fig. 6 Hysteretic curves of PS-SCED brace II with different friction 
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Because the servo hydraulic test system produced unsymmetrical loading displacement in 

compression and tension, several cycles in tension were added to achieve the equivalent maximum 

displacement of the brace during the tests. It is observed that both the brace I and brace II exhibit 

the stable flag-shaped hysteretic responses. Almost no residual deformation is observed when the 

friction force is less than the pre-pressed force, as shown in Figs. 5(a) and 6(a), while obvious 

residual deformation is observed when the friction force is larger than the pre-pressed force, as 

shown in Figs. 5(b) and 6(b). Good energy dissipation capability is also observed, and the 

PS-SCED brace with larger friction force has better energy dissipation capability. Furthermore, the 

bearing capacity of the PS-SCED brace I is larger than that of the brace II. 

 

2.2 Constitutive model of PS-SCED brace 
 

In order to better study the performance of the structure, a constitutive model of the PS-SCED 

brace is developed by using the computer program MSC.Marc. The relationship between force and 

displacement is defined directly by the spring element to describe the flag-shaped hysteric 

response of the PS-SCED brace. The mechanical behavior of the PS-SCED brace is divided into 

four stages of stretching and compression, as show in Fig. 2. Four parameters, the initial stiffness 

K1 of the inner and outer tubes, the stiffness K2 of combination disc springs, the friction force F0 

and the initial pre-pressed force P0 are defined to control the relationship between force and 

displacement of the PS-SCED brace under the external loads. The four parameters are determined 

by the size and material of the designed PS-SCED brace.  

The hysteretic behaviors of the tested PS-SCED braces are simulated by the developed 

constitutive model, and the comparison results are shown in Figs. 5 and 6, respectively. It is 

observed that stable self-centering and energy dissipation capabilities are obtained, and the bearing 

capacities of the two braces are well simulated by the developed constitutive model at each target 

loading displacement. Table 1 shows the experimental and simulated bearing capacities of brace I 

and brace II with different frictions corresponding to various deformation ratios. The bearing 

capacity is calculated from the average compressive and tensile bearing forces and the deformation 

ratio is the ratio of the loading displacement to the length of the specimen. It is observed that the 

maximum errors between tests and simulation of brace I with F0=200 kN and F0=300 kN are 3.1% 

and 4.1%, respectively, and of brace II with F0=200 kN and F0=300 kN are 4.7% and 7.7%, 

respectively, which indicate that the hysteretic responses of brace I and brace II are accurately 

predicted by the proposed constitutive model. However, differences in the residual deformation 

and unloading force of brace I at the fourth stage can be found after the load is removed. Table 2 

lists the experimental and simulated equivalent viscous damping ratios at the maximum 

displacement Δmax of the two braces. It is observed that the energy dissipation capability of brace I 

is underestimated by the developed constitutive model, with a maximum error of 24.98%. This is 

mainly due to the ideal assumption that the stiffness K4 equals K2 in the proposed constitutive 

model, and the friction among all members of the test brace specimens may also cause some 

differences. While the differences of brace II are smaller, it demonstrates that the behaviors of the 

PS-SCED brace are greatly affected by the cross-sectional form of the inner tube. Overall, the 

proposed constitutive model can be used to simulate the experimental mechanical behaviors of the 

PS-SCED brace, which can also be used to simulate the behavior of the braces in the structure to 

further evaluate the earthquake-resilient performance of structure. 
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Table 1 Experimental and simulated bearing capacities of brace I and brace II 

Deformation 

ratios (%) 

Bearing capacity of brace I (kN) Bearing capacity of brace II (kN) 

F0=200 kN F0=300 kN F0=200 kN F0=300 kN 

Test Simulation Test Simulation Test Simulation Test Simulation 

0.1 487.02 470.84 544.26 567.55 454.44 470.40 522.63 566.45 

0.3 612.88 599.80 659.48 675.77 507.84 532.21 565.01 589.09 

0.5 741.52 731.31 794.23 798.03 606.51 622.17 627.40 648.87 

0.7 833.13 844.31 874 882.93 698.49 707.77 696.47 707.20 

0.8 868.57 885.49 919.33 951.25 773.07 771.04 766.69 768.14 

0.9 956.76 940.16 1044.86 1024.43 899.94 870.34 998.03 949.85 

Maximum 

error (%) 
3.3 4.1 4.7 7.7 

 

 
Table 2 Experimental and simulated equivalent viscous damping ratios at maximum displacements of braces 

Maximum 

displacement 

Equivalent viscous damping ratio of brace I Equivalent viscous damping ratio of brace II 

F0=200 kN F0=300 kN F0=200 kN F0=300 kN 

Test Simulation Test Simulation Test Simulation Test Simulation 

Δmax 14.88 13.44 14.78 12.26 8.63 10.11 13.84 12.53 

-Δmax 14.68 13.23 16.73 12.55 10.07 10.13 13.39 12.57 

Maximum 

error (%) 
9.88 24.98 14.64 9.5 

 

 

3. Prototype building and numerical modelling 
 

3.1 Parameters of the prototype building 
 

Fig. 7 shows the plan view of the prototype RC frame core-tube building. This 13-story 

building is 97.2 m × 34.8 m in plan and 61.2 m in elevation including the roof height, and has two 

RC core-tubes in plan. The height of the first floor is 5.7 m, and that of other floors is 4.3 m. The 

building was built in China in a high risk seismic region. The basic seismic acceleration is 0.2 g, 

the characteristic period of the ground motion is 0.45 s, and the damping ratio is 0.05 of the 

structure. The BRBs or PS-SCED braces are installed at four bays of the structure, as shown in Fig. 

7. The front view of the analytical models with braces are shown in Fig. 8, in which a two-bay 

chevron bracing configuration is selected for the structure with BRBs or PS-SCED braces. Each 

RC core-tube is 24.3 m×11.4 m rectangle, and the concrete compressive strengths of the core-tube 

and RC columns are 32.4 MPa at the lower 10 stories and 26.8 MPa at the upper 3 stories, 

respectively. For the concrete beams and floors, the concrete compressive strengths are 26.8 MPa 

at the lower 10 stories and 20.1 MPa at the upper 3 stories, respectively. The yield strength of the 

brace and the steel plate embedded in the column, beam and shear wall is 235 MPa. The yield 

strength of longitudinal reinforcement and stirrup is 400MPa and 300MPa, respectively. 
For the PS-SCED braced structure, the dimensions of the components are the same as those of 

the designed structure with BRBs. Only the parameters and the mechanical model of the two 

braces are different, as shown in Fig. 8. 
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Fig. 7 Plan view of the frame core-tube building 

 
Table 3 Design parameters of BRBs and PS-SCED braces in two buildings 

BRBs 
Yielding strength 

(×10
3 
N) 

PS-SCED braces 
K1 

(×10
6 
N/m) 

K2 

(×10
6 
N/m) 

F0 

(×10
3 
N) 

Ff 

(×10
3 
N) 

BRB1 6600 PS-SCED-1 1120.1 28.7 4849 4388 

BRB2 2300 PS-SCED-2 389.6 9.98 1690 1529 

BRB3 900 PS-SCED-3 152.2 3.91 661
·
 598 

BRB4 900 PS-SCED-4 152.2 3.91 661 598 

 

 

For the BRB, the cross-sectional area of the brace core is determined to develop a design axial 

strength which equals the required yield strength of the brace, and the effective cross-sectional 

area of the analytical model is equal to 1.48 (Tremblay et al. 2008) times the cross-sectional area 

of the brace core, which considers the strength of connecting plates. For the PS-SCED brace, the 

sliding force resulting in relative movement between the inner and outer tubes is designed to equal 

the yield strength of the BRB, and the ultimate bearing capacity corresponding to the deformation 

that reaches 2% of the inter-story displacement is designed to equal the ultimate bearing force of 

the BRB. The design parameters of BRBs and PS-SCED braces in two buildings are show in Table 

3. 
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Fig. 8 Front view of the analysis models with braces 
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+ + =
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Fig. 9 Finite model of the frame core-tube structure 

 
 
3.2 Modelling of two braced frame core-tube structures 
 

Based on the general finite element program MSC.Marc, the 3D finite element (FE) models of 

the two frame core-tube structures are constructed by using the proposed material constitutive laws 

and element models, as shown in Fig. 9. The fiber-beam elements and multi-layer shell elements, 

which have been successfully used in some high-rise building dynamic simulation, are adopted in 

the FE models. In the fiber-beam element, the cross section of the beams or columns is divided 

into a number of fibers and each fiber exhibits different constitutive material model. In the 

multi-layer shell element, each element is divided into a number of layers along the thickness 

direction, and the horizontal and vertical reinforcement or the embedded steel plate of the wall are 

treated as the equivalent steel layers. Four types of constitutive material models are adopted in this 

analysis, including the elasto-plastic-fracture concrete constitutive models for the shear walls and 

coupling beams, the confined concrete constitutive model for the steel columns and beams, the 

elasto-plastic steel constitutive law for the steel reinforcement and steel tubes, and the developed 

flag-shaped hysteric model for the PS-SCED braces. 

The shear walls and coupling beams in the core tubes are modeled by the multi-layer shell 

elements, which are divided into several layers with different steel and concrete materials, 

respectively. The applicability of this elasto-plastic-fracture concrete constitutive model is 

validated by Miao et al. (2011) and the numerical results agree well with the experimental data in 

simulating the mechanical behavior of RC members under complex stress states. According to the 

actual reinforcement arrangement in the shear wall, a total of ten layers are adopted in the 

multi-layer shell element. The FE models of the typical core tubes along the height of the building 

are shown in Fig. 10. 

The steel columns and beams in the frame are simulated using fiber-beam elements, in which 

the fibers are defined by the different steel and concrete materials, respectively. The fiber 

distribution of the column and beam sections is shown in Fig. 11, in which the concrete fibers and 

steel fibers are 36 and 16, respectively. The confined concrete constitutive model proposed by Han 

et al. (2001) is adopted for the middle concrete fibers, as shown in Fig. 11. In addition, the steel 

plate in the column is modeled by a beam element with a closed section and connected to the 

column through a common node. The plastic constitutive model based on the von Mises yield 

criterion is used for steel material, and the stress-strain backbone curve exhibits four stages of 

elasticity, yielding, hardening and post-necking. 

The BRBs in the frame are modeled by the beam elements with closed sections and each 

segment of the cross section (i.e., the flange and wed) is divided into 9 fibers to ensure the 

computation accuracy. The PS-SCED braces are simulated by the spring elements with the 

proposed flag-shaped hysteric model. 
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Fig. 10 FE models of typical core-tubes 
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Fig. 11 Fiber distribution of the column and beam sections 

 

 

4. Dynamic time history analyses 
 

To obtain the basic dynamic properties of these two frame core-tube buildings with braces, a 

modal analysis is performed before the dynamic time history analyses. To be consistent with the 

design assumptions, the gravity loads corresponding to 1.0 times the dead load plus 0.5 times the 

live load are applied prior to starting the dynamic modal analysis, and P-delta effects are also 

considered through large displacement analysis. Initial Rayleigh damping ratio is considered as 5% 

for the concrete structure. It is noted that zero stiffness damping is assigned to the spring elements 

in simulating the slippage mechanisms in PS-SCED brace members to avoid the development of 

unrealistic damping forces when these mechanisms are activated. 

The first six natural vibration periods of the two structures are shown in Table 4. It is observed 

that the fundamental periods of the two buildings are similar, and the first three corresponding 

modal shapes of the two buildings are shown in Figs. 12 and 13, respectively, which are the first 

translation in Y-direction, the second translation in X-direction and the third torsion of both 

structures with the BRBs and PS-SCED braces. 

 

 
Table 4 The first six natural vibration periods of two frame core-tube buildings with braces 

 Structure T1 T2 T3 T4 T5 T6 

Period (s) 
BRB 1.047 1.01 0.94 0.43 0.43 0.43 

PS-SCED 1.045 1.01 0.93 0.35 0.35 0.34 
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(a) The first-order translation in 

Y-direction 

 
(b) The first-order translation in 

X-direction 

 
 

(c) The first-order torsion 

Fig. 12 The first three natural vibration modes of the RC frame core-tube building with BRBs 
 

 

 
(a) The first-order translation in 

Y-direction 

 
(b) The first-order translation in 

X-direction 

 
 

(c) The first-order torsion 

Fig. 13 The first three natural vibration modes of the RC frame core-tube building with PS-SCED braces 

 

 

The ground motion recorded at the EL-Centro station in the USA in 1940s is selected as the 

excitation and applied to Y-direction of the buildings. The peak ground acceleration (PGA) is 

scaled to 70 cm/s
2
 and 600 cm/s

2
, respectively, to compare the seismic performance of these two 

buildings under earthquakes. Furthermore, the ground motion input is padded with zeros for 5 

seconds to allow for free vibration decay and, hence, correctly capture the structural residual 

deformations. Four main parameters, the story displacement, the inter-story drift ratio, the peak 

absolute floor acceleration and the residual displacement of structures, are examined to evaluate 

the seismic performance of these two structures. 

Comparisons of simulation results between the structures with the BRBs and the PS-SCED 

braces due to the El-Centro earthquake with PGA of 70 cm/s
2
 are shown in Fig. 14. It is observed 

that the story displacement increases with the height of both two buildings, and the story 

displacement envelopes are corresponding to the deformation rule of the frame core-tube structure, 
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as shown in Fig. 14(a). The maximum inter-story drift ratio occurs at the forth story of both two 

buildings, as shown in Fig. 14(b), which is still less than the elastic inter-story drift ratio limit 

value of 0.0125. The comparison results among the story displacement envelopes (Fig. 14(a)), the 

story drift ratio envelopes (Fig. 14(b)) and the roof acceleration (Fig. 14(c)) indicate that the 

seismic responses of structures with the BRBs and PS-SCED braces are similar due to the similar 

initial stiffness of the two braces and the elastic deformation of components in the structures under 

the El-Centro earthquake with PGA of 70 cm/s
2
. Furthermore, the BRBs and PS-SCED braces are 

also in elastic states. 

To better study the nonlinear behaviors of the two structures, the simulations of them due to the 

El-Centro earthquake with PGA of 600 cm/s
2
 are also conducted. The comparisons of the story 

displacement envelopes, the story drift ratio envelopes, the roof acceleration and the base shear 

force between the structures with BRBs and PS-SCED braces are shown in Fig. 15. Both 

structures are found to undergo large lateral deformations, and the maximum roof displacement 

exceeds 0.05hs, hs is the story height. In addition, the maximum deformation at each story of both 

structures are similar, as shown in Fig. 15(a). The inter-story drift ratios of the structure with BRBs 

is smaller than that with PS-SCED braces from the ninth story to the twelfth story, as shown in Fig. 

15(b), which is still less than the elastic-plastic inter-story drift ratio limit value of 0.01 mainly due 

to the effect of the double core tubes in plan. Fig. 15(c) compares the roof acceleration time history 

of the two structures due to the El-Centro earthquake with PGA of 600 cm/s
2
. It is observed that 

the maximum acceleration occurs at approximately 2.0s, and the value of the frame core-tube 

structure with PS-SCED braces is smaller than that of the structure with BRBs. Fig. 15(d) shows 

the base shear force responses of the two buildings. Both buildings experience similar base shear 

force responses during the loading time, which can be explained by the fact that both the two 

braces display similar backbone load-deformation characteristics. The maximum base shear force 

of the building with PS-SCED braces occurs at approximately 5.0s, which is also slightly smaller 

than that of the structure with BRBs, which can reduce the damage to buildings with PS-SCED 

braces. The seismic responses of the structure with PS-SCED braces is similar to or even smaller 

than that of structure with BRBs, as shown in Figs. 15(c) and 15(d), which indicates that the 

structure with PS-SCED braces is useful to improve the seismic performance of structures under 

earthquakes. 
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Fig. 14 Comparisons of simulation results between the structures with BRBs and PS-SCED braces due to the 

El-Centro earthquake with PGA of 70cm/s
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Fig. 16 Displacements time history at the forth story of structures with BRBs or PS-SCED braces 

 

Fig. 16 shows the comparisons of the lateral displacements time history at the forth story of two 

frame core-tube structures due to the El-Centro earthquake with PGA of 600 cm/s
2
. The two 

braced systems have similar peak deformations during the first 5 s due to similar backbone 

load-deformation characteristics of the BRBs and PS-SCED braces. After that, the plastic 

deformation of BRBs increase, and the peak deformations of the BRB structure are smaller than  
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Fig. 17 Hysteretic responses of the two braces at the forth story of structure 

 

 

that of the structure with PS-SCED braces. However, the response of the PS-SCED braced 

structure is characterized by several oscillations about the zero deformation position with no 

residual deformations at the end under earthquake. For the structure with BRBs, the hysteretic 

energy dissipation capacity of the BRBs is larger, resulting in a smaller displacement response and 

a deviation from the initial undeformed structure. The residual deformation ratio, denote as the 

ratio of residual deformation to the story height, has reached 0.3% for the structure with BRBs, 

which is hard to repair after earthquakes (Henry et al. 2016). Therefore, the design of the frame 

core-tube structure with PS-SCED braces is helpful to achieve the earthquake-resilient 

performance. 

Fig. 17 further compares the hysteretic responses of the BRB and PS-SCED brace at the forth 

story. As for the asymmetric deformation in tension and compression of components in the 

structures, the PS-SCED brace has more energy dissipation in tension than compression and the 

BRB shows a slightly larger elongation than compression. However, both the two braces present 

stable energy dissipation capability. The BRB cannot move back to its original position after the 

load is removed, resulting in a significant large residual drift, as shown in Fig. 17. This behavior 

can be overcome by using the PS-SCED brace to provide restoring forces to the braced structure, 

and the residual displacement of the PS-SCED brace can be ignored after unloading. The results 

indicate that severe damage is accumulated in the BRBs with large residual deformation after 

earthquakes, while the PS-SCED brace can restore to the initial position. 

 

 

5. Conclusions 
 

This paper presents the mechanics, tests, and finite element analysis of the PS-SCED brace that 

employs the friction devices to dissipate seismic energy and the self-centering devices to provide 

restoring force. The PS-SCED brace is proved to have stable energy dissipation and good 

self-centering capabilities through low cyclic reversed loading tests. The flag-shaped hysteresis 

constitutive model for PS-SCED brace is developed, and the comparisons between the test and 

simulation results demonstrate that this constitutive model can well simulate the experimental 

mechanical behaviors of the PS-SCED brace. The comparative analyses of seismic responses are 
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also conducted on the RC frame core-tube structures with PS-SCED braces and BRBs. Results 

indicate that the two buildings have similar inter-story drift ratio and peak acceleration under 

frequent earthquakes. Under rare earthquakes, the peak acceleration, base shear force and residual 

drifts of the structure with PS-SCED braces are smaller than the structure with BRBs. The 

structure with PS-SCED braces is helpful to achieve the earthquake-resilient performance. 
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