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Abstract.  The flow interaction between two identical neighboring twin square prisms in a staggered 
arrangement in an open terrain was investigated experimentally. The downwind prism was mounted on a 
rigid-aeroelastic setup in an open-terrain boundary layer flow to measure its acrosswind root-mean-square 
responses and aerodynamic damping ratios. By varying the relative location of the upwind prism and the 
Scruton number associated with the downwind prism, the acrosswind aeroelastic behavior of the downwind 
prism was analyzed and compared to that of an isolated one. Results showed that the acrosswind 
root-mean-square response of the downwind prism could be either suppressed or enhanced by the wake flow 
produced by the neighboring upwind prism. Besides the assessment of the wake effect of the downwind 
prism, finally, regressed relationships were presented to describe the variation of the aerodynamic damping 
ratio so as to predict its acrosswind fluctuating response numerically. 
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1. Introduction 
 

The acrosswind vibration of a high-rise building is mainly caused by the separation and vortex 

shedding processes of the wake flow. As the structural response is significant, it can produce a 

noticeable secondary effect and leads to a change of the wind load and the response. The resulting 

aeroelastic behavior, caused by the interaction between the motion of wind and the structure, can 

significantly promote the extent of the structural response under certain critical conditions. 

Therefore, its analysis becomes important in the consideration of building serviceability or even 

structural safety for high-rise building designs. 

There have been a number of studies regarding the acrosswind aeroelastic phenomena of a 

single high-rise building. Typically, Matsumoto (1986) used the data from aerodynamic and 

aeroelastic tests to show that, for a rectangular cylinder with an aspect ratio of 4 and a 

cross-sectional depth-to-width ratio of 0.6 and 1.0, the acrosswind vibration exhibited instability in 
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an α=0.2 boundary-layer flow. Watanabe et al. (1997) proposed empirical aerodynamic damping 

impedance functions to simulate aerodynamic damping of tall buildings. Based on the 

measurement results from a pressure model with a square cross-section, Cheng et al. (2002) 

performed aeroelastic model tests to study the acrosswind response and aerodynamic damping of 

isolated square-shaped high-rise buildings. It was found that in open terrains the acrosswind 

response could be categorized into three regions based on the building’s mass-damping coefficient. 

Based on the measurement results of windward and leeward surfaces of a rectangular building 

model, Gabbai and Simu (2010) proposed a method to estimate the aerodynamic damping and 

building response in the along-wind direction.  

Several other experimental studies were conducted in cases of non-isolated buildings. Bailey 

(1985) investigated the along-wind and acrosswind responses of a tall square model building under 

interference excitation and proximity effects of two neighboring buildings and found that both the 

upstream and downstream buildings were affected and critical relative building locations were 

identified. Sakamoto and Haniu (1988) measured the winds loads of two identical square prisms in 

a turbulent boundary layer. The resulting mean and fluctuating forces on the prisms revealed that 

the phase shift between the fluctuating lifts acting on the twin prisms in a tandem arrangement was 

proportional to the gap distance. In addition, the distributions of the fluid forces and the 

corresponding Strouhal number are presented and classified into several regions. Taniike and 

Inaoka (1988) examined the mutual interference between two rectangular buildings with different 

sizes. It was found that with a small gap distance the acrosswind response of the downstream 

building could increase significantly due to switching excitation produced by the interference 

effect. The result of the extended study by Taniike (1992) indicated that the fluctuating forces on 

the downstream building generally increased by the presence of the upstream building.  

Furthermore, Khanduri et al. (1998) reviewed the work pertaining to the interference effect 

among neighboring structures and proposed certain general guidelines in help with practical design 

and planning. More recently, Huang and Gu (2005) measured the wind loads and dynamic 

responses of two identical building models with square cross-sections and proposed along-wind 

and acrosswind dynamic interference factor contours to be used for wind load codes of buildings.  

Blazik-Borowa (2006) proposed a quasi-steady model of vibrations of two cylinders in a 

side-by-side arrangement. Kumar and Gowda (2006) investigated the interference effect between 

two neighboring twin square cylinders in a uniform flow and indicated that there was a critical 

combination of the gap distances that lead to maximum vibration amplitude of the upstream 

cylinder. Lim and Bienkiewicz (2007) studied the effect of structural coupling on the 

wind-induced response of twin tall building connected by a skybridge. Zhang and Gu (2008) 

examined the pressure distributions on two adjacent buildings in a staggered arrangement and 

presented a numerical method for the pressure predictions with a SIMPLEC-type algorithm.  

The present study concentrates on experimental investigations of the aeroelastic behavior of a 

high-rise building affected by the wake flow of neighboring structures. In particular, the analysis 

involves a pair of identical square prisms with a staggered arrangement in a boundary-layer flow in 

open terrains. By varying the relative location of the upwind prism, a rigid aeroelastic building 

model was set at the downwind prism to measure its tip deflections at various approaching wind 

speeds. Besides the examination of the aeroelastic behavior of the downwind prism, including the 

tip root-mean-square responses and the corresponding aerodynamic damping ratios, due to 

different conditions of wake effects, three types of dynamic characteristics associated with the 

elastic model in terms of Scruton numbers were employed to analyze the results of the acrosswind 

model responses. 
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2. Description of experiments 
 

The aeroelastic tests were performed in the test section (4 m2.6 m35 m) of the boundary 

layer wind tunnel at Architecture and Building Research Institute (ABRI). Four spires (bottom 

width=0.3 m; height=1.6 m) were installed at the upstream and followed by a number of roughness 

blocks (0.14 m0.07 m0.0 5m) spaced evenly (center-to-center distance=0.8 m) at the tunnel 

floor area with a longitudinal length of 16.4 m. The atmospheric boundary layer flow was 

generated to represent the condition of an open terrain. The mean and fluctuating velocity profiles 

of the approaching flow are depicted in Fig. 1. For the mean profile, the corresponding power-law 

 value is 0.14 and the boundary layer thickness (δ) is about 150 cm.  

 

 

  
Fig. 1 Velocity profiles of the approaching flow 

  

 

Fig. 2 Schematic of the experimental program 

 

 

2.1. Model arrangements  
 

Two identical square prisms with an aspect ratio (H/D) of 7 were set in a staggered arrangement 
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(see Fig. 2). The upwind prism was fixed on the tunnel floor and the downwind prism was 

mounted on an elastic model setup. The models were rigid with a width (D) and height (H) 

respectively of 13 cm and 91 cm. The blockage ratio of the model experiments was less than 5%.  

The gap distances between the centers of the prisms (x and y) varied from 2D to 5D and 0 to 

2D, respectively. During the tests, the approaching-flow velocity at a height of H, denoted by Uo, 

varied from about 3 m/s to 24 m/s.  

 

 

 

Fig. 3 Setup of rigid-aeroelastic-model 

 

 

2.2. Rigid-aeroelastic-model setup  
 

At the bottom of the downwind prism, a dual axes mechanism, allowing for two sway modes of 

vibration, was employed (see Fig. 3). Two sets of springs were connected with an extension rod to 

simulate the structural stiffness in the along-wind and acrosswind directions. At the end of the rod, 

a disk was immersed in a container filled with viscous oil to reflect the structural damping of the 

prism. In the model tests, the stiffness and structural damping were the same in both the 

along-wind and acrosswind directions. Laser transducers were installed to monitor the deflection 

history of the extension rod of the downwind prism and the model tip response was further 

obtained by geometry. The fundamental frequencies of the elastic model (fm) in both the directions 

were 3.75 Hz. 

In the experiments, the Scruton number was determined as 
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3
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where mm denotes the mass of model per unit height. With an averaged mass density of model 

(141.3 kg/m
3
), ms then equals to 2.388 kg/m. Table 1 illustrates the related properties of the 

aero-elastic model tests. According to the previous results for an isolated prism by Cheng et 

al. (2002), the three selected Scruton numbers (6.74, 3.15 and 1.18) are respectively in the 

aerodynamically stable, aerodynamically unstable and aerodynamic divergence regions. 

 

2.3. Determination of the aerodynamic damping ratio  
 

In the aeroelastic experiments, the net damping ratio (net) was determined by the logarithmic 

decrement method. At each experiment, an initial across-wind deflection (about 0.2D at the top of 

the prism) was prescribed at the beginning. By examining the transverse deflection history of the 

prism after it was released, the decay rate () was evaluated as the logarithmic value of the ratio of 

two successive peak deflections and the corresponding net damping ratio was found according to 

Eq. (2) as 

          
2

n e t

n e t

ξ1

ξπ2
δ


                             (3) 

The aerodynamic damping ratio (a) was then obtained as the result of the net damping ratio 

(net) subtracted by the structural damping ratio (m). 
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Fig. 4 Acrosswind response and aerodynamic damping of an isolated prism 

 

 

3. Results 
 

3.1. Acrosswind response and aerodynamic damping ratio of an isolated prism  
 

For comparison purposes, aeroelastic experiments of an isolated prism were performed at the 

beginning. Fig. 4 shows the acrosswind root-mean-square tip responses of the single prism (σy) at 
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various wind speeds in the cases of the three selected Scruton numbers. In addition, the 

corresponding variations of aerodynamic damping ratio (ξa) are also presented. In the figure, the 

approaching wind speed, at a height of H, is normalized in two ways. One is in a form of a reduced 

velocity (Ur=Uo/fmD, where fm is the model frequency) and the other is in terms of Ur/Us (=fs/fm), 

where Us=Uo/fsD and fs is the shedding frequency. 

In all the three Scruton number cases, the general tendency of the experimental results indicates 

that the aerodynamic damping ratio decreases sharply as Ur increases at low wind speeds. When 

Ur reaches about 10.5, the aerodynamic damping ratio becomes a minimum. As the wind speed 

increases further, ξa increases mildly at the two larger Scruton numbers (6.74 and 3.15). On the 

other hand, the acrosswind root-mean-square tip response (σy) increases with an increase of the 

wind speed. At the two larger Scruton numbers, peak responses are detected when minimum 

values of ξa occur (Ur=10.5) due to the effect of resonance. As Ur exceeds the lock-in range, σy 

then decreases with an increase of the wind speed. Particularly in the case Scr=1.18, σy becomes 

substantially large near the resonance speed compared to the other two cases. The measurement 

fails to obtain the data of σy and ξa at high wind speeds due to the limitation of the measurement 

devices. 

 

 

 

Fig. 5 Strouhal numbers of the downwind cylinder for twin prisms 

 

 
3.2. Strouhal number of downwind prism in the twin-prism system  
 
Aerodynamic model tests were also conducted by using a six-beam force balance to measure 

the wind loads of the downwind prism in the twin-prism system. Fig. 5 depicts the variations of 

the resulting Strouhal number (St = fmD/Uo) in various spatial arrangements of the twin prisms. As 

the normalized longitudinal gap distance (x/D) is equal to 2 and 5, the variations of St appear mild. 

Compared to the single fixed prism result (0.094), the Strouhal numbers are relatively smaller 

(about 0.064 and 0.085). On the other hand, when x/D=3, St generally increases as the normalized 

traverse gap distance (y/D) increases. 

It is noted that the experimental result from Kumar and Gowda (2006) of a uniform flow past a 
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two-dimensional square cylinder indicated that the Strouhal number was 0.13. In contrast, the 

resulting Strouhal number in the present study of a surface-mounted square prism with a finite 

height (H=7D) is relatively smaller (0.094). The difference should be attributed to the outcome of 

three-dimensional flow effects. 
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Fig. 6 Variations of RMS tip response and aerodynamic damping ratio (y/D=0) 
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Fig. 7 Variations of RMS tip response and aerodynamic damping ratio (y/D=0.5) 

 

3.3. Acrosswind response of downwind prism in twin-prism system  

 

Figs. 6 to 10 show the measurement results of the downwind prism in the twin-prism system. In 

the cases that the normalized longitudinal distance (x/D) equals 2, peak root-mean-square tip 
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deflections are detected at the resonance speed (Us) in a tandem arrangement (y/D=0; Fig. 6(a)) at 

all the three Scruton numbers. Generally, the one with a smaller Scr value leads to a greater tip 

response. The tendency of the response variations appears similar to that of the single prism (Fig. 

4). However, the magnitudes of the root-mean-square deflections appear smaller due to the wake 

effects produced by the upwind prism. Moreover, in contrast to the single-prism case, the response 

does not diverge as Scr=1.18. As the normalized traverse distance (y/D) extends to 0.5, the 

acrosswind root-mean-square deflections are significantly reduced (Fig. 7(a)). Although the 

root-mean-square response is the largest as Scr=1.18, the significance of the peak becomes weak. 

Also, at the other two Scruton numbers (6.74 and 3.15), no peaks occur within the test range.  

Furthermore, as y/D exceeds 1, σy diverges at large wind speeds in all the three Scr cases (Figs. 

8(a) to 10(a)). 
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Fig. 8 Variations of RMS tip response and aerodynamic damping ratio (y/D=1) 

 

 

When x/D=3, a tendency of reduction in terms of σy is detected again as y/D is less than or 

equal to 1 (Figs. 6(b) to 8(b)) and the corresponding root-mean-square responses appear 

insensitive to the change of Scr. However, as y/D is greater than 1.5, σy diverges again at all the 

three Scruton numbers (Figs. 9(b) and 10(b)). 

In the cases x/D=5, the upstream wake effect becomes relatively weaker and the resulting 

acrosswind tip response appear to regain its significance. Peak values are detected at the resonance 

wind speed and σy does not diverge within the test ranges in all the cases. Except in the tandem 

case (y/D=0) that a smaller response is obtained as Scr=6.74 than those of the other two Scr cases 

(Fig. 6(c)), the change of Scr value does not appear to significantly affect the variations of σy . 

Based on the magnitudes of the root-mean-square deflections, the results can be generally 

classified into stable and diverged regions in terms of σy in relation to the spatial gap distances 

between the twin prisms (see Table 2). That is, the resulting acrosswind root-mean-square 

responses of the downwind prism are finite at the resonance wind speed as the spatial distances fall 

in the stable region. Otherwise, the responses diverge within the test wind speed range in all the 
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three cases of Scruton numbers. 
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Fig. 9 Variations of RMS tip response and aerodynamic damping ratio (y/D=1.5) 
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Fig. 10 Variations of RMS tip response and aerodynamic damping ratio (y/D=2) 

 

 
Table 1 Properties of the aero-elastic test models 

Scruton number 
Model density 

m (kg/m
3
) 

Structural frequency 

fm (Hz) 

Damping ratio 

m (%) 

6.74 141.3 3.75 5.72 

3.15 141.3 3.75 2.68 

1.18 141.3 3.75 1.00 
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Table 2 Patterns of resulting root-mean-square acrosswind tip responses 

y/D 

x/D 
0 0.5 1 1.5 2 

2 Stable Stable Diverged Diverged Diverged 

3 Stable Stable Stable Diverged Diverged 

5 Stable Stable Stable Stable Stable 

 

 

4. Prediction of the acrosswind response of the downwind prism 
 

Due to the complexity of the wake flow produced by the upstream prism, it leads to different 

acrosswind response patterns of the downstream prism (Fig. 6 to Fig. 10). It is therefore interesting 

to develop a useful way to evaluate the acrosswind response of the downwind prism. Accordingly, 

a step-by-step integration method was adopted to predict the acrosswind root-mean-square tip 

response of the downwind prism. 

The concept of the prediction method follows that was brought up by Cheng et al. (2002). As 

the part of the interactive wind force is moved to the left-hand-side of the dynamic 

incremental-equilibrium equation, it becomes 

OO

2

net
I

M
θωθωξ2θ



                         (3) 

where  ,   and   denote respectively the acrosswind angular deflection, speed and 

acceleration.   is the angular frequency of the downwind prism. OOI   is the moment of inertia 

at the base; M  is the base moment, which can be obtained from the aerodynamic test results. On 

the other hand, the net damping ratio (net) is the sum of the structural and aerodynamic damping 

ratios (m and a). Since the aerodynamic damping ratio varies with different approaching wind 

speeds as well as the relative location of the upwind prism, it is then necessary to search for a 

convenient expression of the variation of the aerodynamic damping ratio. 

In the prediction, the calculation was set at an initial time and the instantaneous vibrating speed 

and deflection were used as the initial condition. By using the base moment results from the 

force-balance measurements with corresponding net damping ratio, the changes within a 

calculation period were computed to further update the vibrating speed and deflection at the next 

time step. On the other hand, the variations of the aerodynamic damping ratio were obtained by 

regression based on the measurement results (Figs. 6 to 10). Accordingly, iterations were 

performed to predict the histories of the acrosswind tip responses of the downwind prism at all 

wind speeds within the range of interest. 

 

4.1. Prediction of downwind prism response in the diverged regions 
 
Based on the experimental results in the cases with diverged responses (see Table 2), Fig. 11 

shows the variations of the aerodynamic damping ratio (a) with respect to the reduced velocity. 

For better predictions, it is found that the regressions have to be performed in two groups in terms 

of the Scruton numbers and the regression relationships are 
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(a)  Scr = 1.18 (b)  Scr = 3.15 and 6.74 

Fig. 11 Variations of aerodynamic damping ratio and the regressions in diverged regions 

 

(a) x/D=2, y/D=1 (b) x/D=2, y/D=1.5 (c) x/D=2, y/D=2 

   

(d) x/D=3, y/D=1.5 (e) x/D=3, y/D=2  

  

 

Fig. 12 Comparison of acrosswind RMS responses in diverged regions (Scr=1.18) 
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Figs. 12 to 14 illustrate the comparisons of the experimental and the predicted variations of the 

acrosswind root-mean-square tip responses of the downwind prism at the three Scruton numbers. 

The comparisons show that that the predictions are in reasonable agreement with the measurement 

results. 

 

 

(a) x/D=2, y/D=1 (b) x/D=2, y/D=1.5 (c) x/D=2, y/D=2 

    

(d) x/D=3, y/D=1.5 (e) x/D=3, y/D=2  

  

 

Fig. 13 Comparison of acrosswind RMS responses in diverged regions (Scr=3.15) 

 

 

4.2. Prediction of downwind prism response in the stable regions 
 

In the cases without diverged responses, experimental results show that at all the three Scruton 

numbers the variations of the normalized aerodynamic damping ratio (a/s, where s is the 

aerodynamic damping ratio at the resonance stage) generally follows a similar tendency if it is 

plotted against Ur-Us (Fig. 15). Accordingly, the corresponding regression relationship is obtained 

as  

]7.0)UU[(ξ05.0ξ 2

srsa                      (6) 

Figs. 16 to 18 show the comparisons of the experimental and the predicted results at the three 

Scruton numbers. The predictions are considered fairly well. 
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(a) x/D=2, y/D=1 (b) x/D=2, y/D=1.5 (c) x/D=2, y/D=2 

   

(d) x/D=3, y/D=1.5 (e) x/D=3, y/D=2  

  

 

Fig. 14 Comparison of acrosswind RMS responses in diverged regions (Scr=6.74) 

 

 

 
(a) Scr = 1.18 (b) Scr = 3.15 (c) Scr = 6.74 

   

Fig. 15 Variations of aerodynamic damping ratio and the regressions in stable regions 
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(a) x/D=2, y/D=0 (b) x/D=2, y/D=0.5 (c) x/D=3, y/D=0 (d) x/D=3, y/D=0.5 

    

(e) x/D=3, y/D=1 (f) x/D=5, y/D=0 (g) x/D=5, y/D=0.5 (h) x/D=5, y/D=1 

    

(i) x/D=5, y/D=1.5 (j) x/D=5, y/D=2   

  

  

Fig. 16 Comparison of acrosswind RMS responses in stable regions (Scr=1.18) 

 

 

U
r


y

/
D

0 5 10 15 20
0

0.04

0.08

0.12

0.16

0.2

Measured

Predicted

U
r


y

/
D

0 5 10 15 20
0

0.04

0.08

0.12

0.16

0.2

Measured

Predicted

U
r


y

/
D

0 5 10 15 20
0

0.04

0.08

0.12

0.16

0.2

Measured

Predicted

U
r


y

/
D

0 5 10 15 20
0

0.04

0.08

0.12

0.16

0.2

Measured

Predicted

U
r


y

/
D

0 5 10 15 20
0

0.04

0.08

0.12

0.16

0.2

Measured

Predicted

U
r


y

/
D

0 5 10 15 20
0

0.04

0.08

0.12

0.16

0.2

Measured

Predicted

U
r


y

/
D

0 5 10 15 20
0

0.04

0.08

0.12

0.16

0.2

Measured

Predicted

U
r


y

/
D

0 5 10 15 20
0

0.04

0.08

0.12

0.16

0.2

Measured

Predicted

U
r


y

/
D

0 5 10 15 20
0

0.04

0.08

0.12

0.16

0.2

Measured

Predicted

U
r


y

/
D

0 5 10 15 20
0

0.04

0.08

0.12

0.16

0.2

Measured

Predicted

258



 

 

 

 

 

 

The acrosswind response of the downwind prism in a twin-prism system with a staggered… 

 

 

 

(a) x/D=2, y/D=0 (b) x/D=2, y/D=0.5 (c) x/D=3, y/D=0 (d) x/D=3, y/D=0.5 

    

(e) x/D=3, y/D=1 (f) x/D=5, y/D=0 (g) x/D=5, y/D=0.5 (h) x/D=5, y/D=1 

    

(i) x/D=5, y/D=1.5 (j) x/D=5, y/D=2   

  

  

Fig. 17 Comparison of acrosswind RMS responses in stable regions (Scr=3.15) 
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(a) x/D=2, y/D=0 (b) x/D=2, y/D=0.5 (c) x/D=3, y/D=0 (d) x/D=3, y/D=0.5 

    

(e) x/D=3, y/D=1 (f) x/D=5, y/D=0 (g) x/D=5, y/D=0.5 (h) x/D=5, y/D=1 

    

(i) x/D=5, y/D=1.5 (j) x/D=5, y/D=2   

  

  

Fig. 18 Comparison of acrosswind RMS responses in stable regions (Scr=6.74) 
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5. Conclusions 
 

The flow between two identical neighboring twin square prisms in a staggered arrangement is 

rather complex. As the flow passes the upwind prism, the resulting wake flow produces different 

types of wind loads and lead to different responses of the downwind prism, depending on the 

relative spatial locations of the two prisms. Since the structure serviceability is most concerned in 

the design consideration of building for high-rise buildings, the present study concentrates on the 

analysis of the building response. Beside the acrosswind structural response patterns of the 

downwind prism due to the existence of the wind one are examined extensively, the variations of 

the aerodynamic damping, which describe the feature of the interactive effect of the problem, are 

assessed. Future studies are suggested to explore the flow physics in more detail. The results 

would be helpful to explain the experimental results obtained in the study.            

Several conclusions are summarized as follows:  

(1) With the prescribed approaching boundary-layer flow subject to an open terrain, the 

acrosswind root-mean-square tip response of an isolated prism diverges as Scr=1.18 within the test 

ranges. On the other hand, stable results are found at the two larger Scruton numbers (6.74 and 

3.15). 

(2) In the twin prism system with a staggered arrangement, the acrosswind root-mean-square 

response of the downwind prism can be affected by the wake flow produced by the neighboring 

upwind prism. Depending on the gap distances between the twin prisms, the response of the 

downwind prism can be either suppressed or promoted by the wake effect. 

(3) The upwind wake can affect the Strouhal number of the downwind prism. When x/D is 

equal to 2 or 5, the variation of St is insensitive to the change of y/D. In addition, the 

corresponding values (about 0.064 and 0.085) are smaller than that of the single-prism result 

(0.094). When x/D=3, however, St increases as the traverse distance (y/D) increases. 

(4) Stable and diverged regions are identified based on the prism gap distances, indicating that 

the acrosswind root-mean-square tip response of the downwind prism is finite or diverges within 

the test range. 

(5) Empirical regressed relationships are proposed to describe the variations of the aerodynamic 

damping ratio associated with the acrosswind response of the downwind prism. Together with the 

histories of the base moment from the force-balance measurements, numerical calculations show 

that the predicted acrosswind tip responses of the downwind prism agree well with those from the 

measurements. 
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